FOR OFF$|
SEE DESI]
SECTIONS

EMBANKMENT

ROADWAY SLOPE

OR FILL SLOPE EXISTING GROUND

LIMIT OF SOD

v,
4‘"{3 4-0" MIN,

170"
MIN,

SODDED DITCH

£T TO

EXISTING GROUND

ROADWAY
EMBANKMENT

SODDED OR PAVED DITCH

EMBANKMENT UNDER 20 FEET IN HEIGHT
TOE OF EMBANKMENT DITCHES

10'-0’" NORM.

R.OM.

10°-0" DESIRABLE
$'-0° MINIMUM

(SEE NOTE)

VARIES
14°-0" MIN.)

5%

EXISTING
GROUNC
SODDED OR PAVED DITCH

EMBANKMENT
OVER 20 FEET IN HEIGHT

NOTES FOR EMBANKMENT DITCHES:

1. WIDTH AND SLOPE MAY VARY DEPENDING ON
SOIL CONDITION OR R.0.W. REQUIREMENTS.

2, THESE SECTIONS APPLY TO A DESIRABLE
SECTION FOR NEW CONSTRUCTION. HOWEVER,
THE WIDTH AND SLOPES MAY VARY DEPENDING
ON SOIL CONDITIONS OR R.O.W. CONSTRAINTS.

350
6080]

TOP OF DIKE TO MATCH
EXISTING GROUND OR BE 1'-0"
ABOVE DESIGN HIGH WATER ELEV.

SIDE DITCH DIKE

DATE REVISIONS

DITCHES AND DITCH DIKE

STANDARD B4-00




